
Mineral corrosion protection for reinforcing 
steel bars and bonding layer for concrete 
substrates. 
 
weber.rep KB duo is a one-component 
polymer-modified dry mix mortar. It complies
with the requirements of EN 1504-07.

weber.rep 
KB duo 
CORROSION PROTECTION 
& BONDCOAT

Fields of application
As combination product for use 
as mineral corrosion protection for 
reinforcing steel bars in reinforced 
concrete structures and as a cement-
based bondcoat for the concrete 
repair mortar weber.rep R4 duo. 
 
Also as bondcoat for cement-based 
solid-bonded screeds.  
 
For indoors and outdoors.
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Composition

Cement, mineral fillers, polymer resins, 
regulating additives

Special notes

Do not add any foreign substances during 
mixing and application.

Substrate preparation

As corrosion protection

• All damaged concrete parts should be 
cut back at least 15 mm behind any 
exposed reinforcement.

• De-rust corroded reinforcement steel bars 
according to EN 12944-4, scale 2.5 
(bright surface).

As bonding layer
 

• The substrate must be clean, frost-free, 
absorbent, load-bearing, rough, free from all 
adhesion-impairing substances.

• If necessary, use appropriate mechanical 
means, for e.g. milling, blasting, etc.

• Tensile strength (pull-off strength) of concrete 
surfaces ≥ 1.5 N/mm2

• Pre-wet concrete substrate intensively, 
avoiding formation of puddles; allow to dry 
until dull-moist at the time of processing.

• The substrate preparation must be adapted to 
the specific job site conditions.

Main features

• excellent bonding strength
• easy application/easy to spread
• short through-drying time
• mineral-based
• long pot life
• no drop-off on vertical surfaces
• high protective effect against corrosion
• very resistant against severe 

environmental influences

Quality control

weber.rep KB duo is subject to a regular quality 
control by internal and external monitoring.

General notes

All characteristics mentioned in this data sheet 
are based on a temperature of +20°C without 
draught and a relative humidity rate of 60%.

TEHNIČKE VREDNOSTI

Application thickness as corrosion protection: min. 1.0 mm in 2 working steps

Application thickness as bondcoat: 2 mm - 5 mm

Application temperature: +5°C - +30°C

Fresh mortar density: approx. 2.0 kg/dm³

Consistency: brush grade

Powder bulk density: approx. 1.1 kg/dm³

Pot life: approx. 80 minutes
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Working instructions

Mixing

• Mix the content of a bag with 30% of water 
(6 liters per 20 kg resp. 1.5 liter per 5 kg dry 
mortar) until lump-free.

• First pour water and add the powder 
step by step.

• Mix 3 minutes intensively with electric drill 
and the stirrer weber.sys Rührpaddel no. 1 
(5 kg bag) and no. 2 (20 kg bag).

• Stir mixed material occasionally during 
processing, since it is likely to stiffen.

Practical information

Colours: concrete grey

Application thickness: corrosion protection: min. 
1 mm bondcoat: approx. 2 mm - 3 mm

Tools: Electric drill + stirrer weber.sys 
Rührpaddel no. 1 (5 kg bag) and no. 2 (20 kg 
bag), brush, mason’s swab, paintbrush

Water demand: max. 6 liters / 20 kg resp. max. 
1.5 liter / 5 kg

Drying time: approx. 2 - 3 hours per layer

Storage: The product can be stored at least 
12 months in its original unopened packaging, 
if kept dry.

Application as corrosion protection

• Apply 2 pore-free coats of weber.rep KB duo 
on the de-rusted steel rods, using a paintbrush; 
respect a waiting time of 2 - 3 hours between 
each operation.

• weber.rep KB duo can be used as bondcoat, 
as soon as the second coat has hardened 
sufficiently (approx. 2 - 3 hours).

Application as bondcoat

• Work weber.rep KB duo vigorously onto the 
prepared concrete substrate using a brush, 
mason’s swab or paintbrush.

• Apply the concrete repair mortar weber.rep R4 
duo full-surface on the fresh bondcoat.

• Working areas should not be oversized in 
order to allow application of subsequent layers 
“wet-in-wet”; the dimensions of working areas 
must allow that the concrete substitute mortar 
can always be applied to the fresh bondcoat, 
i.e. before skin formation occurs. The mortar 
for the bondcoat and for the concrete repair 
should therefore be mixed at the same time.

• Clean mixing equipment and tools with water 
(fresh product). Hardened material can only 
be removed mechanically.
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as corrosion protection per m steel, 
ø 14 mm, with 2 coats

approx. 190 g/meter

as a bondcoat, depending on 
substrate roughness

approx. 1.5 - 2.5 kg/m²
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S TYPE SALES UNIT NUMBER / EURO-PALLET

Plastified paper bag 5 kg 192 bags

Paper bag 20 kg 42 bags

weber.rep KB duo 
Technical Datasheet

SAINT-GOBAIN GRAĐEVINSKI 
PROIZVODI D.0.0. BEOGRAD

 Bulevar Mihajla Pupina 115d, V sprat
11070 • Novi Beograd • Srbija

Tel.: + 381 11 314 96 84
info.rs@saint-gobain.com

www.saint-gobain.rs

Ovde navedene tehničke informacije i preporuke zasnovane su na našim znanjima i iskustvima u slučajevima 
kada se proizvod pravilno skladišti, upotrebljava, transportuje i kada se njime rukuje u redovnim uslovima. 
Kupcu, odnosno korisniku proizvoda savetujemo da prethodno testira da li je proizvod pogodan za upotrebu u 
nameravanu svrhu. S obzirom na činjenicu da nemamo uticaj na okolnosti upotrebe i rukovanja proizvodom, ne 
odgovaramo za posledice koje nastanu usled nepravilne upotrebe. Kupac, odnosno korisnik proizvoda odgovara 
u slučaju da proizvod čuva, transportuje, ugrađuje i upotrebljava suprotno uputstvima, nameni i svojstvima i 
informacijama o bezbednosti proizvoda, kao i nakon naznačenog roka upotrebe proizvoda. Naš tim iskusnih 
stručnjaka pruža savete u fazama planiranja i primene naših proizvoda. Poseta gradilištu i demonstracija 
primene naših proizvoda mogu biti organizovane na zahtev. Kontaktirajte naš tehnički tim i saznajte više o našim 
proizvodima na veb-sajtu www.saint-gobain.rs
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